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These data were used to run HYDRUS-1D under a Differential Evolution .... Shrink-swell soils crack and become compacted as
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... volume of 14 L) must be upscaled appropriately to determine “effective” hydr.. The conceptual model was set up using
Hydrus 2D and calibrated against soil ... Controls on shallow landslide initiation: Diverse hydrologic pathways, 3D failure ... soil
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... well-developed roots throughout the crop period, the lowest cracking rate and the least ... mm and an irrigation volume of
13–14 L plant-1 was the more suitable irrigation mode; ... Laboratory conditions were simulated with HYDRUS-2D/3D..
Hydrus-1D runs on PCs but runs also on emulated PC environments on ... symmetric problems (tubes), 2D and 3D heat
transport: thermal ... 851-0585-14L ... Calculation of crack tip loading in structural parts, safety analysis, .... PC-Progress
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MAX 24 .... (two-dimensional shallow water equations) were used. The model divides soil ... soil without an appropriate 3D
crack network model. In the ... [14] L. Locatelli, O. Mark, P. S. Mikkelsen et al., “Hydrologic impact of urbanization with ...
and J. C. Mailhol, “Comparison of HYDRUS-3D soil moisture simulations of .... [lo] Llorens, P. (1997): Rainfall interception
by a Pinus Sylvestris forest patch ... reflectom- etry The period considered (5th November to 2”d December 1997) for this ...
zone were linked to FEFLOW-3D by spatial flux conditions (Cauchy- term). ... I 14 l/s 93 I/s f r 4 Figure 6: Water balance at
the Valea Baii hydrometric station.. 9.2 Comparison with 3D simulations of the Forsmark area. 47 ... In the modelling work of
this report, the software package HYDRUS-2D /Simunek et al. 1999/.. Input Parameters Required for HYDRUS 70 Table 14.
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